
C INSTRUMENTS. INC.

Noise Generator
ModeI NS-1

1-2000 MHz



APPLICATIONS
.Signal source for measuring insertion loss of cable

splitters, taps, etc.
. Signal source for system alignment, troubleshooting,

and problem tracing.

RF Output
(Field Replaceable)

On/Off Switch
With Guard.Continuous On.Off
.Momentary On

Low Battery

LED~

ACTUAL SIZE

FEATURES.
t and convenient handheld design

placeable "F" connector
. Signal drops out

STANDARDACCESSORIES

.Padded carrying case with belt clip

INFORMATION
rCard, Amex, Discover accepted

SPECIFICATIONS
RFSignalType White Noiseenergy

ConstantSpectralDensity

Frequency Range 1 to 2000 MHz

Amplitude Output Level. dBm/Hz -113.52
. Received through a 280 kHz

receiver -10 dBmV (+50dB~tV).Received through a 24 MHz
receiver like typical DBS
satellitetuners -39 dBm (+10 dBmV) (+70dBIlV)

Amplitude Output Flatness
1 to 46 MHz :t 0.5 dB
46 to 860 MHz :t 0.75 dB
950 to 1450 MHz :t 1.0 dB
1550to 2000 MHz :t 2.0 dB
1 to 2000 MHz :t 2.5 dB

Output Impedance 750.

OperatingTemperatureRange.. OaFto 120°F(-18OCto +500C)

PowerDC 9V alkalinebattery

OperationTime per Battery 15 hours continuous

Low Battery Indicator LEDflashesduring last 10% of
battery life

Low BatteryCutoff Turns off signal when battery is
insufficient

EnclosureType,Size,Weight ABS Plastic, 2.4"W x 4TH x 0.9"D, 4 oz.
(6.1cm) x (11.9cm) x (2.3cm), 113g

Specifications subject to change without notice.


